





TECHNICAL CHARACTERISTICS /TECHNISCHE EIGENSCHAFTEN
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KALESTONE TECHNICAL CHARACTERISTICS

KALESTONE TECHNISCHE EIGENSCHAFTEN
EUROPEAN STANDARD / EUROPAISCHE TES RESULS/TEST ERGEBNISSE
TSEN STANDARDS / NORMEN
EN 14411, ANNEX G sIole
Length and width / Lange und Breite 190<5<410£075% o
150 105452 Deviations from Dimensions / MaBtoleranz =cm, S=cm?) $>410£06% S
[ Thickness / Dicke 33 4%
15O 10545-2 Rectangularity / Rechiwinkligkeit £06% 04%
150 105452 | [ Straightness of Sides / Rechiwinkiigkeit Geradheit der Kanten £05% £03%
150105452 [ surface Flatness / Ebenfiéichigkeit +05% £03%
150 10545-3 | B Water Absorption / Wasseraufnahme E<0,5%< Individual 0,6 % / E < 0,5 Einzelwert 0,6 % <02%
Thickness 7,5 mm / Dicke = 7,5 mm Nof less 1300 2500N
1SO 10545-4 Breaking Strength, in N / Bruchlast in N
| thickness <7.5 mm / Dicke<7.5 mm Not less 700 s
150 10545-4 | B8 Modulus of Rupture (N/mm) / Biegefestigkeil, in N/mm? Min. 35 Individual 32 / Min. 35 Einzelwert 32 Min. 35
150 105456 Resstance Ties Oriy / Piatten Max. 175 mm3 Av./ Durchschn. 130
150 105458 Linear Thermal Expansion Coefficient / Linearer Wermeausdehnungskosfizent Test mefthad avaiable / Testmethode verfugbar Affimative / Geeignet
150 10545-5 Impact Resistance / Schiagfestigkeit Test mothod available / Testmethoda verfugoar
150105459 | BB Resistance to Thermal Shock / Temperaturwechselbesténdigkeit Test method available / Testmethode verfugbar Affimative / Geeignet
150 1054512 | BB Frost Resistance / Frostbestandigkeit Requred / Enwinscht Resistant / Widerstandsfahig
150 10545-13 | Y Resistance fo Chemicas / Besténdigkeit gegen Séuren und Laugen
R e Unglazed Ties / Manufacturer 1 Wo es i wird ULAULAULA
Resstance fo High Concentrafion of Acids and Akals / Test / fmative i
Besenciokelt gegen Souren und Lovgen it hoher Korzenirofion WzeEiieny (RS C= i
Resslonce fo Househald Chemical and Swimming PoolSal | ooy e oo UAUA
15O 10545-14 Resistance fo Thes / | M ! Affimative / Geeignet
(SPECIAL OIN 51130 DN 51097 | Ramp Siip Resistance (Oil / Wet) / Rutschfestigkeit (fettig/nass - (HABITHEE
¥ ) P 9/ 9 Where required / Wo es verlangt wird Class: A-8-C
The numbers beside Kalebodur Ceramic Tiles indicate the abrasion resistance of fhe ceramic surface according fo Turkish and European standard TS-EN IO 105457.
Die neben den Kalebodur iiesen angegebenen Nummern, geben die Abriebfestigkeit der Fliesen gemdiB der tirkischen und europischen Norm TS- EN 154 wieder.
[ P.£1-1 Suitable for walls and bedroom floors. / Geeignet fir Wande und FuBboden von Schiafzimmer und Bad,
[P p.E.1-2 Suitable for light traffic environments like the floors of a house. / Geeignet fir i FuBboden der Réume wie Hauser efc., wo der Fubganger- Verkehr relafiv wenig it
[l P.£.-3 Suitable for moderately heavy traffic area floors, like the enfrance and the coridor. / Geeig wo Ein-

[ B3 P £1-4 suitable for heavy traffic area floors like restaurants, shopping stores, efc. / Geeignet fir diie FuBboden von Geschaften, Restaurants efc., wo der Fuganger- Verkeh relafiv hoch st

Il & P15 suitabie for fioors subject fo heavy foot nomc and cbrasion, such o shops, hofes restaurant, offices, schools, exhibition halls, etc./
E D Geeignet fir die FuBboden von te Schulen, wo ein dichter Verkehr beherrscht.

Kalestone Series products were tested according fo ASTM standards by “Tile Council of America (TCA)",
Die Kalestone-Produkte sind von TCA gemdaB ASTM- Normen getestet.

KALESTONE / KALESTONE

PACKING / VERPACKUNG

GROSSE STARKE PER BOX. FLIESEN PRO PACKUNG PACKUNGS 'QUADRATMETER PRO PALETTE  PACKUNGEN PRO PALETTE WEIGHT
(MM} ‘QUADRATMETER (PCS) GEWICHT (ML) (PCS) PALETTENGEWICHT
PRO PACKUNG KG) KG)
L
T
T
T
HIOMENTASING
0 ENEATS
1A ENFASTING
6'x15" CORNER ns 0.6 MIUL 4 475






